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WESTERN UNION TELEX INTERFACE, TYPE 12150 


Function: 

This unit enables computers to automatically 
send or to send and receive messages and 
data to and from the Telex network. 

Appl ications: 

Computer can automatically dial connec¬ 
tions at specific intervals to convey data. 

Telex stations can query Computer on-line 

for status of various projects- 

Telex stations can provide data input on¬ 
line for processing by Computer: orders, 
payroll, accounting information, statisti¬ 
cal data, production, sales, shipments. 

Features: 

12150 and pre-programmed Computer are cap¬ 
able of: 

a. Automatic sending connection. 

b. Automatic receiving connection. 

c. Automatic end~of~message disconnect. 

d. Automatic response to queries. 

e. Automatic re-setting of circuit when 
connection not established. 


Node! 32 teleprinter associated with 
12150 can: 

a. Nonitor sending and receiving or not 

monitor 1t. 

b. Be used to manually dial distant sta¬ 
tion for computer. 

c. Send and receive from Telex system 
without computer connection. 

d. Engage in two-way transmission with 
the computer for testing and back up. 

12150 and Computer when properly programmed 

provide safeguards by recognizing: 

a. Busy station. 

b. Disconnect during transmission. 

c. Wrong answer-back. 

d. Lack of connection. 

e. Power failure. 


Transmission Specifications: 

Transmission to and from the computer is serial by bit and character. Various interconnec¬ 
tion arrangements are available such as loop, or separate send and receive lines with low 
voltages or telegraph voltages. Transmission speed is 50 Baud. 


Cost: 



Type of Equipment 

Model 32 Teleprinter ........ 

Telex Interface, Type 12150 . . . . 

Answer-back deactivator. ...... 

Monthly Charge 

.... $ W. 00 

.... 63.00 
.... 3.50 

Installatloi 

$ 25.00 

50.00 

10.00 
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WESTERN UNION TELEX INTERFACE, TYPE 12151 


Function: 

The Type 12151 Interface enables com- 
puters to automatically send and re¬ 
ceive messages and data to and from the 
Telex network over multiple intercon¬ 
nect i ons» 

Applications: 

Computer can automatically dial connec¬ 
tions at specific intervals to convey 

data. 

Telex stations can query computer on-line 

for status of various projects. 

Telex stations can provide data Input 

on-line for processing by computer: orders, 
payroll, accounting information, statisti¬ 
cal data, production, sales, shipments. 

Features: 

The Interface 12151: 

1. Provides up to five dial-send- 
receive circuits (d); up to ten 
respond-send-rece i ve circuits 
(n); or any combination thereof 

(where 2d 4- n = 10) ; e.g. two 

dial-send-receive and six re¬ 
spond-send-rece i ve, 

2 . May be coded to respond "Computer 

Down" or similar phrase. 


The 12151 and pre-Programmed Computer 

are capable of: 


1 . 

Automatic 

sending connection. 

2 . 

Automatic 

receiving connection. 

3. 

Automatic 

end-of-message disconnect 

4. 

Automatic 

response to queries. 

5. 

Automatic re-setting of circuit 

when connection not established. 

The 1 

nterface and 

pre-programmed Com- 


puter provide safeguards by recognizing: 
1. Busy station. 

2- Disconnect during transmission* 

3. Wrong answer-back. 

4. Lack of connection. 

5. Power failure. 

The single teleprinter. Model 32, asso¬ 
ciated with the Interface can monitor 
individual circuits. 


Transmission Specifications: 

Transmission to and from the computer is serial by bit and character in B-level 7,5 unit 

Baudot code at 50 Baud. Various interconnection arrangements are available. 


Cost: 

Ty^ of Equipnent 

Mcnthly Charge 

Instal lat iwi 

Interface, Type 12151 with 1 Dial- 

Send-Receive circuit 

* . • $180.00 * 

$360.00 • 

Each additional Dial-Send-Receive 

c i rcu i t . , . • ... 

. . . 70.00 

100.00 

Interface, Type 12151 with 

1 Respond-Send-Receive circuit .... 

. . , 148.00 

310.00 

Each additional Respond-Send- 

Recelv# circuit. ..... . 

. . . 38.00 

50.00 

• Plus the applicable charge for the 

used for monitoring and testing. 

one Model 32 KSR or ASR 








